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IMPORTANT SAFEGUARDS

WHEN USING ANY ELECTRICAL APPLIANCE, BASIC SAFETY
PRECAUTIONS SHOULD ALWAYS BE FOLLOWED.

PLEASE READ ALL INSTRUCTIONS CAREFULLY 
AND RETAIN FOR FUTURE REFERENCE

ONE YEAR
EXCHANGE
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Maintenance

Electrical Ratings

Model AVIK20W: Ratings: 220-240V ~ 50/60Hz; 
1 x 20W E-27 3U UV Energy Saving Lamp;

Model AVIK40W: Ratings: 220-240V ~ 50Hz;  2500V max; 
2 x 20W E-27 3U UV Energy Saving Lamp;

Specifications AVIK20W and AVIK40W

Cleaning
� Always disconnect the power before any

maintenance.

� Slide out the collection tray to remove and throw
away the bodies of insects.

� The body of the unit should only need occasional
wiping over with a damp cloth and mild
detergent..

Changing the lamps
� Step 1: Disconnect the power

� Step 2: Remove the collection tray to gain access

� Step 3a: Rotate the lamp anticlockwise, to remove
them.

Step 3b: Install the new lamp by rotating the lamp
clockwise.

� Step 4: After replacing lamp, replace the
collection tray.

NOTE: if the Insect Killer is free-standing, remove the collection tray and turn the
unit upside down to gain access to the lamps.

AVIKW

�
Waste electrical products should not be disposed of with household waste. Please recycle where
facilities exist. Check with your local authority or retailer for recycling advice

AVIK20W and AVIK40W 
Low Energy Insect Killers

Installation Instructions and User Guide

STEP 3a

STEP 3b

AVIK20W and AVIK40W
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Safety Instructions Installation

WARNINGS

� Check the local voltage before working. As there is a danger of

electric shock DO NOT touch the internal high voltage grids.

NEVER put metal objects inside the mesh.

� The appliance is for INDOOR USE only, but is NOT SUITABLE for

use in barns, stables or similar locations. The appliance is not to

be used where there may be flammable vapours or explosive

dust. 

� Install the appliance out of the reach of children.

� To avoid electric shock, NEVER remove any fixed part of the

appliance. 

DO NOT touch the high-voltage grid with any object when

powered.

� If the supply cord, lamp, or any other part of appliance is

damaged, return the appliance to place of purchase for advice.  

Repairs should be carried out by the manufacturer or qualified

electricians.

Before installation
These units are suitable for wall-mounting or may free-stand on a secure surface.

� Siting the unit: The unit should be sited at 90° to the major light source.
Ideally, the unit should be mounted as close to 2m from the floor as possible.
Avoid mounting in the airstream to prevent dead insect being blown away. 
DO NOT mount above a food preparation area as the intention is to attract
the flying insect away from such areas. To avoid exposure to UV light, the unit
should be sited 1m away from any operator workstation.

� Make certain that you have all the parts and appropriate tools for installation.

� Ensure that the power is disconnected before installation.

Installation
Electrical

� The electrical supply required for this unit is (single phase) 220V-240V AC,
50/60Hz.

NOTE: a circuit breaker (RCCB) may be required in certain installations.

Installation

� Fixing: The unit is supplied with suitable fixings
for mounting to a wall. 

� Drill and fix two screws to the wall.

� Then using the fixing slots in the back cover – as
shown in figure 1 – slide the unit over the wall
fixing screws until it is located firmly.

Once installed, there should be easy access to
the power cord and plug to allow cleaning and
maintenance. The unit must be fixed in position
before connecting the electricity.

Operation
� The unit is switched on and off using the switch located top right hand side.

� For the operators safety, a micro switch will cut-off the power to the unit
when the collection tray is removed.

WARNING

FIG 1
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AVIKW[16]instructions  18/3/16  09:58  Page 2



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles false
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile ()
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJDFFile true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage false
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile (Color Management Off)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /PDFX1a:2003
  ]
  /PDFX1aCheck true
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (Euroscale Coated v2)
  /PDFXOutputConditionIdentifier (FOGRA1)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.stephensandgeorge.co.uk/pdfportal.html)
  /PDFXTrapped /False

  /Description <<
    /FRA <>
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /ENU (These are high-end output settings for creating PDFs which conform to the S&G Print Group. They are also very similar to the ISO PDF/X-1a standard for global blind exchange of the PDF file format for print.)
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


